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SunBloc is a premium quality block-out fabric, ideal for both high quality residential and commercial 
applications. It uses an extra strong polyester base cloth that is knife coated with acrylic foam backing and 
flock coated.

SUNBLOC

TECHNICAL SPECIFICATIONS
•	 composition – 100% polyester

•	 Plain weave

•	 Fabric weight 410gsm ± 10%

•	 nominal thickness 0.50mm ± 10%

•	 colour fast rating (Blue Wool scale): 5+

•	 roll widths 250cm and 320cm (please see  

table below)

The range of colours and widths available include:

COLOUR NUMBER COLOUR
WIDTH

250CM 320CM

001 Bright White X X

010 White X X

092 White Stone X X

099 White Grey X X

840 Steel Grey Not available X

894 Charcoal Grey X X

880 Charcoal X X

095 White Linen X X

720 Linen X X

893 Charcoal Sand X X

892 Charcoal Apricot X X

896 Charcoal Bronze X X

Bright White White White Stone White Grey Charcoal Grey Charcoal

White Linen

Steel Grey

Linen Charcoal Sand Charcoal Apricot Charcoal Bronze
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There are no special considerations for fabricators when using SunBloc, except that good quality cutting techniques 

should be used. It is recommended that SunBloc is cut using either crush cutting or knife cutting machinery. Of 

course, the performance of the fabric will ultimately be determined by the ability of the hardware system to 

adequately support the fabric with minimum bending and general deformation of the roller tube, especially in wide 

width installations.

SunBloc is available in cut lengths.

SunBloc is provided with a five-year manufacturer’s warranty for internal window covering applications, except 

when used not in accordance with the manufacturer’s specifications.

FABRICATION REQUIREMENTS

CUT-TO-LENGTH SERVICE

PRODUCT WARRANTY

SunBloc is suitable for rail-roading at blind widths to 4mtr without structural damage. 
When rail-roading, we do not guarantee the absence of cupping in the SunBloc fabric.

SunBloc is not FR rated.

RAIL ROADING

FR PROPERTIES

•	 2.5m wide rolls - nominally 25LM

•	 3.2m wide rolls - nominally 25LM

Roll lengths will vary due to the manufacturing process used for this fabric. The nominal roll lengths for each 

width are shown below. Roll length can vary by +/- 5LM from nominal length.

ROLL LENGTHS


